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RESUMEN 
El objetivo del estudio fue evaluar la eficiencia de eliminación de la DBO y DQO de las 

plantas Pistia stratiotes y Pteridium aquilinum del agua residual del camal municipal de 

Lamas. La duración del ensayo fue de 7 días. La DBO del agua residual sin tratar fue 3015 

mg/L y de la DQO fue 7113 mg/L, en ambos casos no se cumple el LMP para efluentes 

de PTAR. Para la especie P. stratiotes, el valor de la DBO promedio del agua residual fue 

129,15 mg/L, valor que sobrepasa el LMP; la DQO promedio fue 140,05 mg/L, valor que 

cumple el valor del LMP. Con la especie P. aquilinum, el valor de la DBO promedio del 

agua residual fue 267,1 mg/L; la DQO promedio fue 547,5 mg/L, ambos valores 

sobrepasan el LMP. Las eficiencias de remoción de la DBO y DQO del agua residual con 

la especie P. stratiotes fueron respectivamente 95,7% y 98,0%; mientras que, para la 

especie P. aquilinum, las eficiencias de remoción de la DBO y DQO fueron 

respectivamente 91,1% y 92,3%. Se concluye que el uso de humedales artificiales de flujo 

horizontal sub-superficial es una alternativa ambientalmente sostenible para 

descontaminar efluentes líquidos provenientes de los camales. 
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ABSTRACT 

 
The objective of the study was to evaluate the efficiency of BOD and COD removal of 

Pistia stratiotes and Pteridium aquilinum plants from the wastewater of the Lamas 

municipal slaughterhouse. The trial duration was 7 days. The BOD of the untreated 

wastewater was 3015 mg/L and of the COD was 7113 mg/L, in both cases the LMP for 

WWTP effluents is not met. For the P. stratiotes species, the average BOD value of the 

residual water was 129.15 mg/L, a value that exceeds the LMP; the average COD was 

140.05 mg/L, a value that meets the LMP value. With the species P. aquilinum, the average 

BOD value of the residual water was 267.1 mg/L; the average COD was 547.5 mg/L, both 

values exceed the LMP. The removal efficiencies of BOD and COD from wastewater 

with the species P. stratiotes were 95.7% and 98.0%, respectively; while for the P. 

aquilinum species, the BOD and COD removal efficiencies were 91.1% and 92.3%, 

respectively. It is concluded that the use of artificial sub-surface horizontal flow wetlands 

is an environmentally sustainable alternative to decontaminate liquid effluents from 

slaughterhouses. 
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