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2. Resumen: 
 

Resumen español 

El nivel de ruido en las empresas es un contaminante perjudicial para la salud de los 
trabajadores ya sea física o mental, se utilizó el modelo estadístico de regresión de estimación 
curvilíneo obteniendo a la ecuación cubica la que más se ajusta a nuestro trabajo de las 7 áreas 
evaluadas con respecto al modelo de pronóstico de ruido se puede mencionar que 5 áreas piso 
laminado, clasificación y empaque, mantenimiento, secado, inventario y despacho los 
trabajadores no se verán afectados puesto que niveles de ruidos evaluados en un periodo de 8 
horas se encuentran por debajo de la R.M Nº 375-2008-TR muy diferente a los valores 
obtenidos en el área predimensionado y moldurado que excederá ligeramente los niveles de 
ruido muy diferente al área de trasformación secundaria que si existirá niveles muy alto ≥ 85 
dB, porque se concluye que se deben tomar medidas de prevención y precaución en las dos 
áreas que excedieron los niveles de ruido para evitar riesgos en la salud de los trabajadores si 
no también al medio ambiente y a la conservación de la biodiversidad. 

Abstract English 

Sum The noise level in companies is a harmful pollutant for the health of workers, whether 
physical or mental, the statistical curvilinear estimation regression model was used, obtaining 
the cubic equation that best fits our work of the 7 areas. evaluated with respect to the noise 
forecast model, it can be mentioned that 5 areas of laminate flooring, classification and 
packaging, maintenance, drying, inventory and dispatch, workers will not be affected since 
noise levels evaluated in a period of 8 hours are found by below R.M No. 375-2008-TR very 
different from the values obtained in the pre-sized and molded area that will slightly exceed 
the noise levels very different from the secondary transformation area that will exist very high 
levels ≥ 85 dB, which is why it is concluded that prevention and precautionary measures must 
be taken in the two areas that exceeded noise levels to avoid risks to the health of workers but 
also to the environment and the conservation of biodiversity 

 

3. Palabras Clave 
 
Español: Contaminación Acústica, modelo estadístico, amenaza ambiental 

Ingles: Acoustic Pollution, statistical model, environmental threat 

  


